
Wall cladding panels

Roofing panels

Cold room panels
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about us

PANELCO operates since 2003 as a leading Greek producer 

of composite insulating sandwich panels.

As part of SIDMA S.A., PANELCO can offer a wide range of 

high-quality products and services in the fields of industrial 

building cladding, industrial refrigeration, prefabricated mod-

ular housing etc.

Thanks to an experienced team and high-standard quality con-

trol equipment and procedures, PANELCO can offer design solu-

tions, after sales support and a large number of certifications.

www.panelco.gr 				                www.sidma.gr

ISO 9001: 2008



Roof Panel (PSR1000/PBR1000)

Product information:
Application:	 Pitched roofs of 5˚ or more
Outer skin:	 PPGI, Aluminum, Stainless Steel
Inner skin:	 PPGI, Aluminum, Stainless Steel, Polyester resin, Foil
Coatings:	 Polyester, HD Polyester, PVDF, PVC
Core:			  PUR/PIR (40-42,5kg/m3)
Cover width:	 1.000mm
Length:		  2.500mm –16.000mm
			   (More lengths available upon request)
Overlength:	 Factory applied overlapping (70-250mm)
Fixing:		  Through fix
Accessories:	 Self-tapping screws, washers, metal caps, sealant tape,
			   flashings, gutters, ridge profile (optional)
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BOTH END SUPPORT MULTIPLE SPAN SUPPORT

PERMISSIBLE LOADS (kg/m2)

60 80 100 120 150 200 250 60 80 100 120 150 200 250

30 0.5 3,90 3,40 3,10 2,85 2,60 2,30 2,00 4,00 4,00 3,80 3,40 3,10 2,50 2,30

40 0.5 4,40 3,75 3,50 3,20 2,90 2,60 2,30 4,50 4,40 4,20 3,90 3,35 2,80 2,50

50 0.5 4,60 4,20 3,85 3,60 3,25 2,85 2,55 5,25 4,90 4,40 4,00 3,50 2,95 2,60

60 0.5 4,80 4,60 4,15 3,80 3,50 3,10 2,70 5,50 5,10 4,60 4,10 3,60 3,05 2,80

80 0.5 5,70 4,85 4,65 4,25 3,75 3,25 2,90 6,40 5,50 5,10 4,60 4,20 3,60 3,10

100 0.5 5,95 5,05 4,85 4,45 3,90 3,40 3,10 6,60 5,70 5,30 4,80 4,40 3,75 3,25

L/200

Thermal transmittance (U)

W/m2K

Thickness PUR/PIR
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30mm 0,63

40mm 0,56

50mm 0,44

60mm 0,36

80mm 0,26

100mm 0,21

Also available with PIR composition
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Wall Panel (PSCW1000/PBCW1000)

Product information:
Application:	 Vertical / Horizontal Wall Cladding
Outer skin:	 PPGI, Aluminum, Stainless Steel
Inner skin:	 PPGI, Aluminum, Stainless- Steel
Coatings:	 Polyester, HD Polyester, PVDF, PVC food safe,
	 Wood/Stone effect
Core:	 PUR/PIR (40-42,5kg/m3)
Cover width:	 1.000mm
Length:	 2.500mm –16.000mm
	 (More lengths available upon request)
Fixing:	 Through fix / Concealed fixing
Accessories:	 Self-tapping screws, flashings (optional)
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PERMISSIBLE LOADS (kg/m2)

60 80 100 120 150 60 80 100 120 150

30 0.5 2,90 2,65 2,50 2,30 2,10 3,40 3,20 2,80 2,60 2,54

40 0.5 3,40 3,10 2,80 2,60 2,40 4,10 3,70 3,40 3,15 2,85

50 0.5 3,90 3,60 3,40 3,10 2,80 4,70 4,20 3,70 3,45 3,20

60 0.5 4,50 4,10 3,70 3,30 2,95 5,30 4,70 4,30 3,95 3,60

80 0.5 5,10 4,55 4,15 3,85 3,50 6,05 5,55 5,10 4,80 4,50

100 0.5 5,60 5,05 4,65 4,35 4,10 6,55 6,05 5,60 5,30 5,10

L/200

Thermal transmittance (U)

W/m2K

Thickness PUR/PIR
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Available Profiles:
1.	 Classic
2.	 Nevratura
3.	 Stripe
4.	 Flat
5.	 Linea Plus

Visit our website or contact us for detailed cross sections off all profiles

Also available with PIR composition
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Frigo Panel (PSF1000/PBF1000)

Product information:
Application:	 Chilling / Deep Freezing / Food Processing Industry
Outer skin:	 PPGI, Aluminum, Stainless Steel
Inner skin:	 PPGI, Aluminum, Stainless Steel
Coatings:	 Polyester, HD Polyester, PVDF, PVC food safe
Core:			  PUR/PIR (40-42,5kg/m3)
Cover width:	 1.000mm
Length:		  2.500mm –16.000mm 
			   (More lengths available upon request)
Fixing:		  Through fix / Concealed fixing (100mm)
Accessories:	 Self-tapping screws, Flashings, Sanitary PVC Profiles,
                                Suspension accessories (optional)

BOTH END SUPPORT MULTIPLE SPAN SUPPORT
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PERMISSIBLE LOADS in da N/m²

60 80 100 120 150 60 80 100 120 150

100 0.5
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CE 5,10 4,50 4,13 3,75 3,25 5,78 5,18 4,76 4,35 3,71

120 0.5 5,55 5,00 4,60 4,10 3,49 6,42 5,73 5,23 4,80 4,10

140 0.5 6,07 5,42 4,98 4,48 3,83 7,02 6,29 5,76 5,23 4,38

160 0.5 6,60 5,87 5,35 4,85 4,18 7,59 6,85 6,29 5,70 4,70

180 0.5 7,05 6,29 5,76 5,15 4,42 8,21 7,38 6,80 6,09 5,07

200 0.5 7,55 6,75 6,19 5,50 4,77 8,78 7,94 7,30 6,53 5,40
L/200

Available Profiles:
1.	 Classic
2.	 Nevratura
3.	 Stripe
4.	 Flat

Visit our website or contact us for detailed cross sections off all profiles

Also available with PIR composition
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Thermal transmittance (U)

W/m2K
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Trapezoidal Profiles (TPS40.1000 & TPS50.1000 / DECK)
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Product information:	 TPS40.1000 / TPS50.1000 
Application:		  Pitched roofs of 5˚ or more& Wall cladding
Profile:	 	 	 Trapezoidal
Material options:	 Steel, Aluminum
Material thickness:	 0,40mm – 1,25mm
Cover width:		  1.000mm
Fixing:			   Through fix
Coatings:		  Polyester, HD Polyester, PVDF
Bilateral coating:	 Upon request
Perforation:		  Upon request
Accessories (optional):	 Self-tapping screws, washers, metal caps, sealant 	
				    tape, flashings, ridge profile

TPS50.1000  / TPS50.1000 DECKTPS40.1000 

TPS 
40.1000

Thickness
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kg

/m
² PERMISSIBLE LOADS IN kg/m²

PURLIN DISTANCE IN m

Width Wmm

1,00 1,25 1,50 1,75 2,00 2,25 2,50 2,75 3,00 

Both end 
support

0.50 5,00 438 280 185 143 95 75 X X X

0.60 6,00 610 390 273 200 138 100 70 X X

0.75 7,50 750 490 340 250 180 129 90 80 X

Multiple Span 
support

0.50 5,00 560 355 242 170 130 100 80 X X

0.60 6,00 768 481 331 240 180 140 110 90 X

0.75 7,50 950 605 415 300 230 180 143 115 90

 L/200

TPS 
50.1000

Thickness
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PERMISSIBLE LOADS IN kg/m²
PURLIN DISTANCE IN m

Width Wmm

1,50 1,75 2,00 2,25 2,50 2,75 3,00 3,25 3,50 3,75 4,00

Both end 
support

0.50 5,00 180 140 115 95 82 72 56 52 36 30 26

0.60 6,00 260 220 180 148 123 92 72 55 42 40 35

0.75 7,50 380 300 248 202 162 124 97 78 64 56 42

1.00 10,00 640 510 412 312 235 174 134 105 85 73 61

1.25 12,50 930 740 562 395 288 219 168 140 108 90 73

Multiple 
Span 

Support

0.50 5,00 253 185 141 113 85 76 60 55 48 42 37

0.60 6,00 412 302 229 169 135 110 92 80 70 60 53

0.75 7,50 539 394 302 221 175 148 128 110 98 85 72

1.00 10,00 820 602 445 340 290 245 212 184 152 122 100

1.25 12,50 1128 828 595 490 417 350 302 245 195 158 129

L/200

Product information:	 TPS50.1000 DECK 
Application:		  Composite applications
				    (slabs, formworks)
Profile:	 	 	 Trapezoidal
Profile height:	 	 50mm
Material options:	 Steel, Zinc coated
Material thickness:	 0,75mm – 1,25mm
Cover width:		  1.000mm

Load tables available at www.panelco.gr
Slab calculator program (“Panelco Designer”), available
upon request



Proper installation of panels requires fixing 
materials & flashings. We offer a wide range 
of double threaded self-tapping screws 
along with special waterproofing materials 
(sealant tapes, foam inserts etc)

Customized flashings and technical support 
available upon request

RAL 1014
Ivory

RAL 1015
Light Ivory

RAL 1023
Traffic Yellow

RAL 3013
Tomato Red

RAL 3020
Traffic Red

RAL 5010
Gentian Blue

RAL 5024
Pastel Blue

RAL 6005
Moss Green

RAL 6021
Pale Green

RAL 7015
Slate Grey

RAL 7040
Window Grey

RAL 9002
Grey White

RAL 9006
White Aluminum

RAL 9007
Grey Aluminum

RAL 9010
Traffic white

Purlins

Flashings & Accessories

Purlin Weight (kg/m)

C-Profile Z-Profile

140 180 210 140 180 210

1,50mm 3,32 4,02 4,37 3,54 4,02 4,37

2,00mm 4,42 5,37 5,83 4,72 5,37 5,83

2,50mm 5,50 6,70 7,29 5,90 6,70 7,29

C Profile
Application:	  Ideally suited for wall panels
Material:	  Hot Galvanized Steel 
Height (mm):	 140, 180, 210
Pre-punched:	  Yes

Z Profile
Application:	  Ideally suited for roof panels
Material:	  Hot Galvanized Steel 
Height (mm):	 140, 180, 210
Pre-punched:	  Yes 

(Contact us for punching details)

Color Table





Production Plant | Warehouse
Lamia Premises
Industrial Zone of Lamia
SB 4B, 35100 Lamia
Tel. (+30) 22310 66122-3
Fax. (+30) 22310 43771
E-mai: info@panelco.gr

Sales Greece South | Exports | Warehouse
Aspropyrgos Premises
Megaridos Str. Mavri Giora
19300, Aspropyrgos
Tel. (+30) 210 3498400
Fax. (+30) 210 3498480
E-mail: info@panelco.gr

Sales Greece North | Warehouse
Thessaloniki Premises
Palaiokastro, Oraiokastro
P.O. 10280, 54110 Thessaloniki
Tel. (+30) 2310 687111
Fax. (+30) 2310 687888
E-mail: info@panelco.gr

ISO 9001: 2008


